
LARGE CAPACITY WINE CELLARS
VIP 315VPRESTIGE RANGE

315
bottles*

> Very large capacity

> Temperature multi zone

> Electronic control and digital 
display

> Winter security

> Lock

Anti-UV glass door>

A Energy 
class

Eco-responsible product>
Multi-format shelves :
optimize the storage of
different types of bottles
on a same shelf

Your wines feel good at home 
The energy consumption is calculated based on the result obtained for 24 
h in standard test conditions. The actual energy consumption depends on 
the conditions of use and location of the device. 



> EQUIPMENT
 Electronic thermostat with digital display
 1 active charcoal filter
 Glass door anti-UV
 Vertical aluminium handle
 5 beech wood shelves any format of bottle
 White LED lighting
 2 back wheels and 2 adjustable front feet

> TECHNICAL DATA
 Temperature scale: 
 19°C – 17°C in the top zone
 15°C - 13°C in the middle zone (automatic adjustment 

function of the top zone temperature)
 9°C - 7°C in the bottom zone (automatic adjustment 

function of the top zone temperature)
 Hygrometry regulated between 50 and 80%
 Climatic class : N-ST (16-38°C)
 Category

> DIMENSIONS AND WEIGHT
 Capacity: 315 bottles* 
 Product (mm): L700 x P715 x H1930
 Carton (mm): L765 x P770 x H2100
 Net / gross weight (kg) : 107 / 114

GENCOD : 5703189268708

LA SOMMELIERE INTERNATIONAL
143 bd Pierre Lefaucheux – 72 230 Arnage

Tel. : 02.43.21.69.80  - www.lasommeliere.com

> DEDICATED ACCESSORIES
 Active charcoal filter FCA01
 Extra wood shelf CLAVIP04
 Sliding shelf CLAVIP05
 Presentation shelf CLAVIP06

> ENERGY PERFORMANCE
 A energy class
 LED lighting, very low consumption
 Gas : R600A

> SECURITY
 Anti-vibrations system
 Winter security (maintains a minimum temperature of 
5°C in case the ambient temperature drops between 0 and 
5°C)
Visual and acoustic alarm for bottom and top temperature
Lock

• Maximum capacity for light Bordeaux bottles stored 
alternate ways up on 5 shelves

Eco-responsibility
Our products are manufactured in the respect of
all European environmental rules. In particular,
the fluids used (R600A) reject neither CFC nor
HFC & respect the environment


